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SITE DEMOLITION PLAN GENERAL NOTES

1. REFER TO OTHER DRAWINGS FOR ADDITIONAL SITE DEMOLITION WORK AND
REQUIREMENTS.

2. WHEN PARTIAL DEMOLITION IS REQUIRED, SAW CUT THE AREA SCHEDULED TO
REMAIN BEFORE DEMOLITION TO PREVENT UNNECESSARY DAMAGE TO THE
ADJACENT AREAS. PROTECT ALL EXISTING ITEMS NOT SCHEDULED FOR DEMOLITION
FROM DAMAGE.

9. CONTRACTOR SHALL INVESTIGATE EXISTING CONDITIONS PRIOR TO STARTING WORK
TO DETERMINE THE LOCATION OF LOAD BEARING WALLS AND STRUCTURAL
COLUMNS. WHEN SUCH ITEMS ARE SCHEDULED TO BE DEMOLISHED, SHORE UP
EXISTING SYSTEMS/ASSEMBLIES AS REQUIRED, PROPERLY PRIOR TO REMOVING
THEM. WHEN IN DOUBT, CONTACT ARCHITECT PRIOR TO REMOVING ANY ITEMS IN

© QUESTION.

one foot
3

10. PROVIDE CONSTRUCTION SIGNAGE ON FINISHED CONSTRUCTION BARRIER DURING
CONSTRUCTION PHASE AS REQUIRED

11. VA RETAINS FIRST—RIGHT—REFUSAL FOR ALL DEMOLISHED ITEMS. GC PROVIDE LIST
OF ITEMS TO VA COTR FOR REVIEW AND SELECTION.
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SITE DEMOLITION PLAN KEY NOTES

@ EXISTING MODULAR BUILDING TO BE REMOVED
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BELOW GRADE, TYP.

EXISTING CANOPY ASSEMBLY TO BE REMOVED.

one inch

CAREFULLY DISMANTLE AND REMOVE EXISTING ELEVATOR ASSEMBLY AND
ASSOCIATED COMPONENTS, DEMOLISH SHAFT, WALL ASSEMBLY, AND ASSOCIATED
COMPONENTS WITH EXISTING EXTERIOR BRICK AT ADJACENT EXTERIOR WALL TO
REMAIN.

EXISTING CONCRETE RAMP, WALLS, WALK WAYS, AND HANDRAILS TO BE REMOVED.

o

j
EXISTING STAIRS J
REMAIN, TYP.

L[ ®

EXISTING CANOPY AND ITS STRUCTURAL SYSTEM TO BE CAREFULLY REMOVED AND

STORED FOR REUSE OR DISPOSAL AT CONTRACTOR'S OPTION. REFER TO AS403
FOR ADDITIONAL INFORMATION.

one foot

REMOVE EXISTING CURBS, SIDEWALKS, AND PAVEMENT AS REQUIRED TO
ACCOMODATE NEW WORK.

NEW

TEMPORARY

CONSTRUCTION

BARRIER, TYP. —— ™|
Q

REMOVE EXISTING FENCING AND ALL SURFACE MOUNTED EQUIPMENT.
. GC TO PROVIDE AND MAINTAIN ON-SITE PORTABLE RESTROOM FACILITIES FOR ALL
CONSTRUCTION EMPLOYEES THROUGHOUT CONSTRUCTION. GC TO COORDINATE
LOCATION WITH VA COTR PRIOR TO DELIVERY.
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6”

three quarters inch

SITE DEMOLITION PLAN LEGEND

_ — EXISTING ITEMS TO BE REMOVED OR
RELOCATED

—O0 PROVIDE 8'H CHAINLINK CONSTRUCTION FENCING W/
WATER & UV RESISTANT FABRIC CONSTRUCTION
SCREENING IN ORDER TO MAINTAIN A SECURE
CONSTRUCTION SITE. COORDINATE FINAL LAYOUT, GATE
LOCATIONS, AND CONSTRUCTION LOCKS WITH VA COTR.

_J

APPROX. AREA OF
DEMOLITION WORK TO

EXIST. ITEMS TO REMAIN

Q
o

one foot

SEE SPECIFICATIONS FOR ADDITIONAL INFORMATION AND
REQUIREMENTS.

BN BEEEEE BEE APPROXIMATE AREA OF DEMOLITION— SEE
OTHER DRAWINGS FOR ADDITIONAL SITE
DEMOLITION WORK.
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GROUND FLOOR DEMOLITION PLAN

EXISTING COL TO
REMAIN

LID FOR DEBRIS REMOVAL. WIPE DOWN CARTS WHEN LEAVE
CONSTRUCTION AREA. ALL DEBRIS CARTS SHALL HAVE HARD
PLASTIC COVER.

1 3 4 5 6 7 | 8 9
1. REFER TO OTHER DRAWINGS FOR ADDITIONAL DEMOLITION WORK 19. PROVIDE THE PORTABLE POP UP BOOTH FOR WORK OUTSIDE OF
AND REQUIREMENTS. CONSTRUCTION AREA. REFER TO THE SPECIFICATION SECTION 01
00 00 FOR ADDITIONAL INFORMATION
2. THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING CLEAN SMOOTH
EXTENT OF WORK WALL, FLOOR, AND CEILING SURFACES. 20. CONTRACTOR SHALL EXHAUST NEGATIVE PRESSURE FILTRATION
SYSTEMS OUTSIDE THE BUILDING THROUGH WINDOW SYSTEMS
3. GC TO INSTALL ALL ENVIRONMENTAL CONTROLS SPECIFIED HEREIN LOCATED ALONG THE PERIMETER OF THE WORK AREAS,
] I I [ I I I I I [ I [ ] I I J PRIOR TO COMMENCING WITH DEMOLITION. w__.»_m.m_.mo.__“_n_u,_%>._..__.ummwwﬂ_u_._~_u__.,__.mmm__,u_mmm_%_.ﬂmz _un_w_.mé_._._mh._ummmo,__mmwcw_mm AT
Q [— A 4. ALL SMOKE DETECTORS WITHIN CONSTRUCTION SHALL BE DETAIL THIS SHEET). REMOVE WINDOW ASSEMBLY AT EACH
— Q.v REPLACED WITH HEAT DETECTORS EXHAUST LOCATION AND TEMPORARILY REPLACE WITH PLYWOOD
d d i , ! I 9. PROVIDE CONSTRUCTION SIGNAGES ON FINISHED CONSTRUCTION BARRIER (WITH WATERPROOF PAINT COATING) AND CAULK ALL
i B | T ] EDGES, SEAMS AND PENETRATIONS TO ENSURE A WATERTIGHT
N == = Lot S N ,, i BARRIER DURING CONSTRUCTION PHASE AS REQUIRED ASSEMBLY. CONTRACTOR SHALL REINSTALL ORIGINAL WINDOW
ASSEMBLIES IN A WATERTIGHT CONDITION TO MATCH EXISTING
@ — AIQ 10. PROVIDE FOOT PRE WASH STATION FOR ALL PERSONS LEAVING CONDITIONS FOLLOWING THE COMPLETION OF CONSTRUCTION
ACTIVITIES. CONTRACTOR SHALL BE RESPONSIBLE FOR DAMAGES
EXISTING THE INTERIOR CONSTRUCTION AREA. SEE SPEC SECTION 10 00 00 TO EXISTING WINDOW ASSEMBLIES AND SHALL COORDINATE WINDOW
HANDRAILS TO 5 FOR SYSTEM REQUIREMENTS. REMOVAL, BUILDING ENVELOPE PROTECTION MEASURES AND
| L
REMAIN, TYP. Mm«,_mmmom«_oﬂmﬁﬂr_w_mm ° EXISTING WALLS - T~ mwﬂmwmom«_oﬂmﬁw_._w_mm 11. REPAR OR REPLACE ANY EXISTING ITEM SCHEDULED TO REMAIN m«_\ﬂwmwnmm_zm;_._.a_oz CLOSELY WITH  THE VA COTR. REFER TO
H TO REMAIN, TYP. @ \ THAT IS DAMAGED DURING CONSTRUCTION AS REQ'D. TO MATCH
N\ EXISTING. 21. CONTRACTOR SHALL COORDINATE WITH VA COTR FOR WORK TIME
1 NN NS NS BN BN BN B B B J 9 = ﬁ O B S BN S BN B B B B B B B ﬂ J . 12. CAP OFF ANY UNUSED PIPING OR CONDUITS AS REQUIRED SCHEDULE TO NOT INTERFERE WITH EXISTING OPERATIONS.
THI“IHIHJHM_ N Mm JH _ = CONSTRUCTION MUST BE PHASED AS TO NOT SHUT DOWN
/ - \I - —— 77—~k 13. GC TO COORDINATE ALL WORK WITH ASBESTOS ABATEMENT SCOPE UTILITIES AND INFRASTRUCTURE (I.E. WATER, POWER, DATA,
\ | OF WORK—REFER TO DRAWINGS & SPECIFICATIONS TELEPHONES, ETC.), AS REQUIRED TO MAINTAIN DALY,
@@ @g @ @ R ‘ UNINTERRUPTED OPERATIONS.
~ _l
- - - - - - 14. DEMOLITION WORK SHALL BE AS REQUIRED TO ACHIEVE A CLEAN, 23. PHASE WORK IN THE RTU CORRIDOR AS REQUIRED TO MAINTAIN
183 4-8 115 58'-0 18'-2 2'-3 SMOOTH, AND PLUMB NEW WORK. FOR EXAMPLE IT IS REQUIRED
A THAT MEMS SUCH AS EXISTING SCREWS ON WALLS TO BE PUBLIC ACCESS AT ALL TIMES. ANY WORK THAT THE REDUCES
REMOVED IN ORDER TO INSTALL NEW DRYWALL OR FINISHES. THE THE PUBLIC ACCESS WIDTH TO LESS THAN 6°—0” WIDE MUST
ANOTHER EXAMPLE IS THAT IF A NEW THERMOSTAT IS SPECIFIED, SCHEDULED IN ADVANCE WITH THE VA COTR AND BE DONE
THE EXISTING THERMOSTAT IF NOT SCHEDULED TO BE REUSED AFTERHOURS AT NO ADDITIONAL COST TO THE GOVERNMENT.
EXISTING DUCT M__.__.ﬁ_v.sna% ﬂ_._mmmomw@z_ﬁ%oowzw_._m CONTRACTOR WHETHER 1T IS 24. ALL WORK REQUIRING THE USE OF TOOLS THAT WILL PRODUCE AN
BANK TO REMAIN OBJECTIONABLE AMOUNT OF NOISE, FUMES, OR DUST BEYOND A
'"_a” 15. WHEN PARTIAL DEMOLITION IS MADE TO EXISTING WALL OR FLOOR, FAIR AND REASONABLE AMOUNT AS REQUIRED FOR DEMOLITION OR
@ -3-0'+ NEW CONSTRUCTION SHALL BE SCHEDULED AND COORDINATED
A SAW CUT THRU EXISTING WALL IS REQUIRED TO PREVENT
BELOW GRADE, UNNECESSARY DAMAGE TO ADJACENT AREAS. WITH VA PROJECT MANAGER PRIOR TO COMMENCING SAID WORK.
TYP. NO CONTRACT INCREASE ADJUSTMENT IN TIME OR MONEY SHALL
16. CONTRACTOR SHALL INVESTIGATE EXISTING CONDITIONS PRIOR TO BE MADE IF CONTRACTOR IS STOPPED DUE TO WORK BEING
STARTING WORK TO DETERMINE THE LOCATION OF LOAD BEARING CONDUCTED BY CONTRACTOR DUE TO OBJECTIONABLE NOISE,
WALLS AND STRUCTURAL COLUMNS. WHEN SUCH ITEMS ARE FUMES, OR DUST.
SCHEDULED TO BE DEMOLISHED, SHORE UP EXISTING 25. ALL WORK WILL BE SUBJECT TO RE—SCHEDULING IF SO
SYSTEMS/ASSEMBLIES AS REQUIRED, PROPERLY PRIOR TO REQUESTED BY THE VA COTR AND MAY OCCUR AT VA DISCRETION
REMOVING THEM. WHEN IN DOUBT, CONTACT ARCHITECT PRIOR TO :
REMOVING ANY ITEMS IN QUESTION.
17. HAUL AWAY ALL DEBRIS PROMPTLY
18. GC TO PROVIDE HARD COVER CARTS WITH HARD COVER SEALED

DEMOLITION PLAN KEY NOTES

@ Q@66 O

CAREFULLY DISMANTLE AND REMOVE EXISTING ELEVATOR ASSEMBLY AND

ASSOCIATED COMPONENTS, DEMOLISH SHAFT, WALL ASSEMBLY, AND ASSOCIATED
COMPONENTS WITH EXISTING EXTERIOR BRICK AT ADJACENT EXTERIOR WALL TO

REMAIN. — SEE OTHER DRAWINGS, TYP.

GC TO REMOVE PORTION OF EXISTING WALL AND ANY ASSOCIATED WALL MOUNTED

EQUIPMENT.

GC TO CAREFULLY REMOVE EXISTING WINDOW ASSEMBLY. PREP OPENING TO

RECEIVE NEW WORK
NOT USED

GC TO REMOVE EXIST DOOR AND FRAME. PROTECT AND STORE FOR RESUSE.

PREP OPENING TO RECEIVE NEW WORK

GC TO REMOVE EXIST DOOR AND FRAME. PREP OPENING TO RECEIVE NEW WORK

REMOVE ALL EXISTING WALL MOUNTED EQUIPMENT— INCLUDING HANDRAIL.

PROTECT AND REINSTALL

CAREFULLY REMOVE EXISTING DOOR AND HARDWARE TO BE REUSED AND

REINSTALLED IN NEW LOCATION AS INDICATED.
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GENERAL ASBESTOS NOTE

THE AREA OF CONSTRUCTION HAS
ASBESTOS CONTAINING
MATERIALS THAT WILL NEED TO
BE ABATED AS PART OF THE GC'S
SCOPE OF WORK. REFER TO
SPECIFICATIONS FOR SPECIFIC
REQUIREMENTS AND ASBESTOS
RELATED INFORMATION.

2

FIRESTOP ALL VOIDS &
PROVIDE PREMOLDED
NEOPRENE FLUTE INSERTS;
EXTEND GWB TIGHT TO DECK

SMOKE SEAL ALL —
PENETRATIONS, TYP.
BOTH 'SIDES

EXISTING FLOOR OR ROOF DECK

CAREFULLY PATCH & REPAIR
EXISTING SPRAY ON FIREPROOFING

FOR FULL COVERAGE & CODE

EXIST. DUCTWORK, CONDUIT .|\\
PIPING, WIRING, ETC.

NON—-CONSTRUCTION
SIDE

EXISTING CLG. SYSTEM-
MODIFY, PATCH, & REPAIR
AS REQ'D.

PROVIDE "L BRACKET AT

CEILING TILE WITH CONTINUOUS
CAULKING

3 5/8" METAL STUDS
@ 16" 0.C.

COMPLIANT CONDITION, TYP.

~—— CONTINUOUS PERIMETER CAULKING

WHERE NEW CONSTRUCTION

OVERLAPS EXISTING WALL

EXIST. WALL TO REMAIN

2 LAYERS OF 5/8" GWB

TYPE-X ON BOTH SIDES OF
EXIST. WALL WHERE 2-HR
FIRE RATED WALL OCCURS

CONSTRUCTION SIDE

BASE TO MATCH
ADJACENT SURFACE

EXISTING FLOORING ——~_

—

5/8" GWB TYPE-X.

FINISH & PAINT TO MATCH
ADJACENT SURFACE AT AREAS
EXPOSED TO VIEW

SMOKE SEAL, TYP.,
INCL. INTERIOR SIDE
WHERE ACCESSIBLE.

TEMPORARY CONSTRUCTION BARRER - GENERAL NOTES

1. GC TO PROVIDE TEMPORARY EXIT SIGNS & LIGHTS INSIDE
OF CONSTRUCTION BARRIERS.

2. G.C. TO PROVIDE CONTINUOUS CAULKING & SMOKE SEALS

AS REQ'D FOR COMPLETELY SEALED CONDITION SEPARATING
OPERATIONAL AREAS FROM CONSTRUCTION AREAS.

3. PROVIDE CONSTRUCTION SIGNAGE PER THE GENERAL
REQUIREMENTS

3. ALL SMOKE DETECTORS SHALL BE HEAT DETECTORS

4, GC TO CONSTRUCT ALL CONSTRUCTON BARRIERS AT NIGHT

AND TO PROVIDE PLASTIC IN PLACE FOR DUST CONTROL
DURING FABRICATION. PROVIDE FOR NEGATIVE AIR WITH

HEPA FILTER OUT TO WINDOW. 6.

3. PROVIDE SELF CLOSING, FIRE RATED DOORS & METAL

FRAMES COMMENSURATE W/PARTITION, IN ROOMS REQUIRING
ACCESS. GC TO COORDINATE EXACT QUANTITY REQUIRED.
DOORS SHALL BE ABLE TO ACCEPT A VA SCSR LOCK BY
KABA FOR KEY CARD ACCESS. GC TO PROVIDE LOCK AND
KEY CARD ACCESS. PAINT DOOR AND FRAME TO MATCH
ADJACENT WALL.

GC TO PROVIDE TEAR-OFF WALK OFF MATS IMMEDIATE
INSIDE OF EVERY CONSTRUCTION ENTRANCE DOOR. GC TO
CHANGE WALK OFF MATS ON AVERAGE OF 8 TIMES PER
DAY. GC TO COORDINATE EXACT QUANTITY REQUIRED.

GC TO PROVIDE FOOT PRE-WASH PRIOR TO WALKING OUT
OF THE CONSTRUCTION AREA. GC TO COORDINATE EXACT
QUANTITY REQUIRED.

ALL EXTERIOR AREAS TO BE KEPT CLEAN FOR ANY DEBRIS
BEING CARTED OUT.

FLEXIBLE EXHAUST
DUCTING FROM
NEGATIVE PRESSURE
FILTRATION SYSTEM

0

TYPICAL CONSTRUCTION BARRIER DETAIL

11/2" = 1'-0"

04-18-12 MEDICAL EQUIPMENT AND INTERIOR DESIGN REVISIONS

1 sl |

PREFABRICATED METAL
EXHAUST VENT
(12" ROUND, TYPICAL)

TYPICAL EXHUAST DETAIL

DEMOLITION PLAN LEGEND

EXIST. ITEMS TO REMAIN

EXISTING ITEMS TO BE REMOVED OR RELOCATED

NEW DUST—-PROOF, SMOKE TIGHT, ONE—HOUR AND/OR 2—-HOUR
FIRE RATED TEMPORARY DRYWALL CONSTRUCTION BARRIER. SEE

2/AD102 AND SPECIFICATIONS FOR ADDITIONAL INFORMATION AND
REQUIREMENTS.

AREA OF EXISTING ROOF, FLOOR, AND CEILING TO BE REMOVED
— SEE OTHER DRAWINGS

— GC WILL BE REQUIRED

TO PROVIDE TEMPORARY DRYWALL CONSTRUCTION BARRIERS WITH LONG—-TERM
ATTACHMENTS WHERE/AS REQ'D BY VA TO FULLY ENCLOSE AREAS OF
CONSTRUCTION. TYP. THE LOCATIONS & CONFIGURATIONS SHOWN ARE ONLY
AN APPROXIMATION.
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GENERAL ASBESTOS NOTE

THE AREA OF CONSTRUCTION HAS ASBESTOS CONTAINING MATERIALS THAT WILL NEED TO BE ABATED AS
PART OF THE GC'S SCOPE OF WORK. REFER TO SPECIFICATIONS FOR SPECIFIC REQUIREMENTS AND
ASBESTOS RELATED INFORMATION.

04-18-12 MEDICAL EQUIPMENT AND INTERIOR DESIGN REVISIONS

10. PROVIDE FOOT PRE WASH STATION FOR ALL PERSONS LEAVING

THE INTERIOR CONSTRUCTION AREA. SEE SPEC SECTION 10 00 00

FOR SYSTEM REQUIREMENTS.

11. REPAIR OR REPLACE ANY EXISTING ITEM SCHEDULED TO REMAIN

THAT IS DAMAGED DURING CONSTRUCTION AS REQ'D. TO MATCH
EXISTING.

12. CAP OFF ANY UNUSED PIPING OR CONDUITS AS REQUIRED,
UNLESS OTHERWISE NOTED

13. GC TO COORDINATE ALL WORK WITH ASBESTOS ABATEMENT SCOPE
OF WORK—REFER TO DRAWINGS & SPECIFICATIONS.

14. DEMOLITION WORK SHALL BE AS REQUIRED TO ACHIEVE A CLEAN,
SMOOTH, AND PLUMB NEW WORK. FOR EXAMPLE IT IS REQUIRED
THAT ITEMS SUCH AS EXISTING SCREWS ON WALLS TO BE
REMOVED IN ORDER TO INSTALL NEW DRYWALL OR FINISHES.
ANOTHER EXAMPLE IS THAT IF A NEW THERMOSTAT IS SPECIFIED,
THE EXISTING THERMOSTAT IF NOT SCHEDULED TO BE REUSED
WILL HAVE TO BE REMOVED BY THE CONTRACTOR WHETHER IT IS
SHOWN ON THE DRAWINGS OR NOT.

15. WHEN PARTIAL DEMOLITION IS MADE TO EXISTING WALL OR FLOOR,
A SAW CUT THRU EXISTING WALL IS REQUIRED TO PREVENT
UNNECESSARY DAMAGE TO ADJACENT AREAS.

16. CONTRACTOR SHALL INVESTIGATE EXISTING CONDITIONS PRIOR TO
STARTING WORK TO DETERMINE THE LOCATION OF LOAD BEARING
WALLS AND STRUCTURAL COLUMNS. WHEN SUCH ITEMS ARE
SCHEDULED TO BE DEMOLISHED, SHORE UP EXISTING

SYSTEMS /ASSEMBLIES AS REQUIRED, PROPERLY PRIOR TO

REMOVING THEM. WHEN IN DOUBT, CONTACT ARCHITECT PRIOR TO

REMOVING ANY ITEMS IN QUESTION.
17. HAUL AWAY ALL DEBRIS PROMPTLY

18. GC TO PROVIDE HARD COVER CARTS WITH HARD COVER SEALED
LID FOR DEBRIS REMOVAL. WIPE DOWN CARTS WHEN LEAVE
CONSTRUCTION AREA. ALL DEBRIS CARTS SHALL HAVE HARD
PLASTIC COVER.

1 2 3 4 5 6 7 | 8 9
1. REFER TO OTHER DRAWINGS FOR ADDITIONAL DEMOLITION WORK 19. PROVIDE THE PORTABLE POP UP BOOTH FOR WORK OUTSIDE OF
AND REQUIREMENTS. CONSTRUCTION AREA. REFER TO THE SPECIFICATION SECTION Of
00 00 FOR ADDITIONAL INFORMATION
2. THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING CLEAN SMOOTH
WALL, FLOOR, AND CEILING SURFACES. 20. CONTRACTOR SHALL EXHAUST NEGATIVE PRESSURE FILTRATION
SYSTEMS OUTSIDE THE BUILDING THROUGH WINDOW SYSTEMS
3. GC TO INSTALL ALL ENVIRONMENTAL CONTROLS SPECIFIED HEREIN LOCATED ALONG THE PERIMETER OF THE WORK AREAS,
IR I I I I S S I DI B N e I PRIOR TO COMMENCING WITH DEMOLITION. PROTECTING THE BUILDING ENVELOPE FROM WATER INTRUSION AT
THESE LOCATIONS FOR THE DURATION OF THE PROJECT (SEE
= - 4. ALL SMOKE DETECTORS WITHIN CONSTRUCTION SHALL BE DETAIL THIS SHEET). REMOVE WINDOW ASSEMBLY AT EACH
: A REPLACED WITH HEAT DETECTORS EXHAUST LOCATION AND TEMPORARILY REPLACE WITH PLYWOOD
| =) ’ - 9. PROVIDE CONSTRUCTION SIGNAGES ON FINISHED CONSTRUCTION mwmm_mm.mmﬁmﬁmm_ ﬁmmw_mun%mﬁ_u_w__ﬁ w%>m_zzmﬁwmmzw %»tm_%_m__.._#
— | { { | T m_ i ] / il . BARRIER DURING CONSTRUCTION PHASE AS REQUIRED ASSEMBLY. CONTRACTOR SHALL REINSTALL ORIGINAL WINDOW

ASSEMBLIES IN A WATERTIGHT CONDITION TO MATCH EXISTING
CONDITIONS FOLLOWING THE COMPLETION OF CONSTRUCTION
ACTIVITIES. CONTRACTOR SHALL BE RESPONSIBLE FOR DAMAGES
TO EXISTING WINDOW ASSEMBLIES AND SHALL COORDINATE WINDOW
REMOVAL, BUILDING ENVELOPE PROTECTION MEASURES AND
WINDOW REINSTALLATION CLOSELY WITH THE VA COTR. REFER TO

3/AD102

21. CONTRACTOR SHALL COORDINATE WITH VA COTR FOR WORK TIME
SCHEDULE TO NOT INTERFERE WITH EXISTING OPERATIONS.

22. THE FLOOR WILL BE OCCUPIED DURING CONSTRUCTION.
CONSTRUCTION MUST BE PHASED AS TO NOT SHUT DOWN
UTILITIES AND INFRASTRUCTURE (I.E. WATER, POWER, DATA,
TELEPHONES, ETC.), AS REQUIRED TO MAINTAIN DAILY,
UNINTERRUPTED OPERATIONS.

23. PHASE WORK IN THE RTU CORRIDOR AS REQUIRED TO MAINTAIN
PUBLIC ACCESS AT ALL TIMES. ANY WORK THAT THE REDUCES
THE THE PUBLIC ACCESS WIDTH TO LESS THAN 6’-0" WIDE MUST
SCHEDULED IN ADVANCE WITH THE VA COTR AND BE DONE
AFTERHOURS AT NO ADDITIONAL COST TO THE GOVERNMENT.

24. ALL WORK REQUIRING THE USE OF TOOLS THAT WILL PRODUCE AN
OBJECTIONABLE AMOUNT OF NOISE, FUMES, OR DUST BEYOND A
FAIR AND REASONABLE AMOUNT AS REQUIRED FOR DEMOLITION OR
NEW CONSTRUCTION SHALL BE SCHEDULED AND COORDINATED
WITH VA PROJECT MANAGER PRIOR TO COMMENCING SAID WORK.
NO CONTRACT INCREASE ADJUSTMENT IN TIME OR MONEY SHALL
BE MADE IF CONTRACTOR IS STOPPED DUE TO WORK BEING
CONDUCTED BY CONTRACTOR DUE TO OBJECTIONABLE NOISE,
FUMES, OR DUST.

25. ALL WORK WILL BE SUBJECT TO RE—SCHEDULING IF SO
REQUESTED BY THE VA COTR AND MAY OCCUR AT VA DISCRETION.

DEMOLITION PLAN KEY NOTES

® @6

@ CAREFULLY DISMANTLE AND REMOVE EXISTING ELEVATOR ASSEMBLY AND
ASSOCIATED COMPONENTS, DEMOLISH SHAFT, WALL ASSEMBLY, AND ASSOCIATED
COMPONENTS WITH EXISTING EXTERIOR BRICK AT ADJACENT EXTERIOR WALL TO
REMAIN. — SEE OTHER DRAWINGS, TYP.

GC TO REMOVE PORTION OF EXISTING WALL AND ANY ASSOCIATED WALL MOUNTED
EQUIPMENT.

GC TO CAREFULLY REMOVE EXISTING WINDOW ASSEMBLY. STORE FOR REUSE OR
TURN OVER TO VA

GC TO PROVIDE 3/4” CDX PLYWOOD FULL HEIGHT WEATHER RESISTANT
TEMPORARY CONSTRUCTION BARRIER TO PROTECT EXISTING WINDOWS, TYP DURING
CONSTRUCTION. AFTER NEW BUILDING IS DRIED—IN. GC TO REMOVE GLASS AND
FRAME INFILL FROM EXISTING WINDOW ASSEMBLY. CONCRETE FRAME IS TO REMAIN
AND BE PREP'D TO RECEIVE NEW INFILL.

@ GC TO DEMO PORTION OF EXISTING CEILING, FIREPROOFING, AND FLOOR TILE IN
AREA HATCHED. COORDINATE WORK WITH ASBESTOS ABATEMENT WORK.

@ GC TO REMOVE EXIST DOOR AND FRAME.

DEMOLITION PLAN LEGEND

EXIST. ITEMS TO REMAIN

— EXISTING ITEMS TO BE REMOVED OR RELOCATED

NEW DUST—PROOF, SMOKE TIGHT, ONE—HOUR AND/OR 2—HOUR

FIRE RATED TEMPORARY DRYWALL CONSTRUCTION BARRIER. SEE

2/AD102 AND SPECIFICATIONS FOR ADDITIONAL INFORMATION AND
REQUIREMENTS.

AREA OF EXISTING FLOOR AND/OR CEILING TO BE REMOVED &
REPLACED

EXIST. 2—HOUR FIRE RATED CONSTRUCTION, TYP.

TEMPORARY DRYWALL CONSTRUCTION BARRIER NOTE— GC WILL BE REQUIRED
TO PROVIDE TEMPORARY DRYWALL CONSTRUCTION BARRIERS WITH LONG—-TERM
ATTACHMENTS WHERE/AS REQ'D BY VA TO FULLY ENCLOSE AREAS OF
CONSTRUCTION. TYP. THE LOCATIONS & CONFIGURATIONS SHOWN ARE ONLY
AN APPROXIMATION.
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DEMOLITION PLAN GENERAL NOTES

1. REFER TO OTHER DRAWINGS FOR ADDITIONAL DEMOLITION WORK
AND REQUIREMENTS.

2. THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING CLEAN SMOOTH
WALL, FLOOR, AND CEILING SURFACES.

3. GC TO INSTALL ALL ENVIRONMENTAL CONTROLS SPECIFIED HEREIN
PRIOR TO COMMENCING WITH DEMOLITION.

4. ALL SMOKE DETECTORS WITHIN CONSTRUCTION SHALL BE
REPLACED WITH HEAT DETECTORS

9. PROVIDE CONSTRUCTION SIGNAGES ON FINISHED CONSTRUCTION
BARRIER DURING CONSTRUCTION PHASE AS REQUIRED

10. PROVIDE FOOT PRE WASH STATION FOR ALL PERSONS LEAVING
THE INTERIOR CONSTRUCTION AREA. SEE SPEC SECTION 10 00 00
FOR SYSTEM REQUIREMENTS.

11. REPAIR OR REPLACE ANY EXISTING ITEM SCHEDULED TO REMAIN

THAT IS DAMAGED DURING CONSTRUCTION AS REQ’'D. TO MATCH
EXISTING.

12. CAP OFF ANY UNUSED PIPING OR CONDUITS AS REQUIRED,
UNLESS OTHERWISE NOTED

13.

14.

15.

16.

17.
18.

GC TO COORDINATE ALL WORK WITH ASBESTOS ABATEMENT SCOPE

OF WORK—-REFER TO DRAWINGS & SPECIFICATIONS.

DEMOLITION WORK SHALL BE AS REQUIRED TO ACHIEVE A CLEAN,
SMOOTH, AND PLUMB NEW WORK. FOR EXAMPLE IT IS REQUIRED

THAT ITEMS SUCH AS EXISTING SCREWS ON WALLS TO BE
REMOVED IN ORDER TO INSTALL NEW DRYWALL OR FINISHES.

ANOTHER EXAMPLE IS THAT IF A NEW THERMOSTAT IS SPECIFIED,
THE EXISTING THERMOSTAT IF NOT SCHEDULED TO BE REUSED

WILL HAVE TO BE REMOVED BY THE CONTRACTOR WHETHER IT IS
SHOWN ON THE DRAWINGS OR NOT.

WHEN PARTIAL DEMOLITION IS MADE TO EXISTING WALL OR FLOOR,

A SAW CUT THRU EXISTING WALL IS REQUIRED TO PREVENT

UNNECESSARY DAMAGE TO ADJACENT AREAS.

CONTRACTOR SHALL INVESTIGATE EXISTING CONDITIONS PRIOR TO
STARTING WORK TO DETERMINE THE LOCATION OF LOAD BEARING

WALLS AND STRUCTURAL COLUMNS. WHEN SUCH ITEMS ARE
SCHEDULED TO BE DEMOLISHED, SHORE UP EXISTING

SYSTEMS/ASSEMBLIES AS REQUIRED, PROPERLY PRIOR TO

REMOVING THEM. WHEN IN DOUBT, CONTACT ARCHITECT PRIOR TO
REMOVING ANY ITEMS IN QUESTION.

HAUL AWAY ALL DEBRIS PROMPTLY

GC TO PROVIDE HARD COVER CARTS WITH HARD COVER SEALED

LID FOR DEBRIS REMOVAL. WIPE DOWN CARTS WHEN LEAVE
CONSTRUCTION AREA. ALL DEBRIS CARTS SHALL HAVE HARD

PLASTIC COVER.
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19. PROVIDE THE PORTABLE POP UP BOOTH FOR WORK OUTSIDE OF
CONSTRUCTION AREA. REFER TO THE SPECIFICATION SECTION O1
00 00 FOR ADDITIONAL INFORMATION

20. CONTRACTOR SHALL EXHAUST NEGATIVE PRESSURE FILTRATION
SYSTEMS OUTSIDE THE BUILDING THROUGH WINDOW SYSTEMS
LOCATED ALONG THE PERIMETER OF THE WORK AREAS,
PROTECTING THE BUILDING ENVELOPE FROM WATER INTRUSION AT
THESE LOCATIONS FOR THE DURATION OF THE PROJECT (SEE
DETAIL THIS SHEET). REMOVE WINDOW ASSEMBLY AT EACH
EXHAUST LOCATION AND TEMPORARILY REPLACE WITH PLYWOOD
BARRIER (WITH WATERPROOF PAINT COATING) AND CAULK ALL
EDGES, SEAMS AND PENETRATIONS TO ENSURE A WATERTIGHT
ASSEMBLY. CONTRACTOR SHALL REINSTALL ORIGINAL WINDOW
ASSEMBLIES IN A WATERTIGHT CONDITION TO MATCH EXISTING
CONDITIONS FOLLOWING THE COMPLETION OF CONSTRUCTION
ACTIVITIES. CONTRACTOR SHALL BE RESPONSIBLE FOR DAMAGES
TO EXISTING WINDOW ASSEMBLIES AND SHALL COORDINATE WINDOW
REMOVAL, BUILDING ENVELOPE PROTECTION MEASURES AND
WINDOW REINSTALLATION CLOSELY WITH THE VA COTR. REFER TO
3/AD102

21. CONTRACTOR SHALL COORDINATE WITH VA COTR FOR WORK TIME
SCHEDULE TO NOT INTERFERE WITH EXISTING OPERATIONS.

22. THE FLOOR WILL BE OCCUPIED DURING CONSTRUCTION.
CONSTRUCTION MUST BE PHASED AS TO NOT SHUT DOWN
UTILITIES AND INFRASTRUCTURE (I.E. WATER, POWER, DATA,
TELEPHONES, ETC.), AS REQUIRED TO MAINTAIN DAILY,
UNINTERRUPTED OPERATIONS.

23. PHASE WORK IN THE RTU CORRIDOR AS REQUIRED TO MAINTAIN
PUBLIC ACCESS AT ALL TIMES. ANY WORK THAT THE REDUCES
THE THE PUBLIC ACCESS WIDTH TO LESS THAN 6'-0" WIDE MUST
SCHEDULED IN ADVANCE WITH THE VA COTR AND BE DONE
AFTERHOURS AT NO ADDITIONAL COST TO THE GOVERNMENT.

24. ALL WORK REQUIRING THE USE OF TOOLS THAT WILL PRODUCE AN
OBJECTIONABLE AMOUNT OF NOISE, FUMES, OR DUST BEYOND A
FAIR AND REASONABLE AMOUNT AS REQUIRED FOR DEMOLITION OR
NEW CONSTRUCTION SHALL BE SCHEDULED AND COORDINATED
WITH VA PROJECT MANAGER PRIOR TO COMMENCING SAID WORK.
NO CONTRACT INCREASE ADJUSTMENT IN TIME OR MONEY SHALL
BE MADE IF CONTRACTOR IS STOPPED DUE TO WORK BEING
CONDUCTED BY CONTRACTOR DUE TO OBJECTIONABLE NOISE,
FUMES, OR DUST.

25. ALL WORK WILL BE SUBJECT TO RE—SCHEDULING IF SO
REQUESTED BY THE VA COTR AND MAY OCCUR AT VA DISCRETION.

DEMOLITION PLAN KEY NOTES

®

® 6

®

®
@

CAREFULLY DISMANTLE AND REMOVE EXISTING ELEVATOR ASSEMBLY AND
ASSOCIATED COMPONENTS, DEMOLISH SHAFT, WALL ASSEMBLY, AND ASSOCIATED
COMPONENTS WITH EXISTING EXTERIOR BRICK AT ADJACENT EXTERIOR WALL TO
REMAIN. — SEE OTHER DRAWINGS, TYP.

GC TO REMOVE PORTION OF EXISTING WALL AND ANY ASSOCIATED WALL MOUNTED
EQUIPMENT.

GC TO CAREFULLY REMOVE EXISTING WINDOW ASSEMBLY. STORE FOR REUSE OR
TURN OVER TO VA

GC TO PROVIDE 3/4” CDX PLYWOOD FULL HEIGHT WEATHER RESISTANT
TEMPORARY CONSTRUCTION BARRIER TO PROTECT EXISTING WINDOWS, TYP DURING
CONSTRUCTION. AFTER NEW BUILDING IS DRIED—IN. GC TO REMOVE GLASS AND
FRAME INFILL FROM EXISTING WINDOW ASSEMBLY. CONCRETE FRAME IS TO REMAIN
AND BE PREP'D TO RECEIVE NEW INFILL.

GC TO DEMO PORTION OF EXISTING CEILING, FIREPROOFING, AND FLOOR TILE IN
AREA HATCHED. COORDINATE WORK WITH ASBESTOS ABATEMENT WORK.

GC TO REMOVE EXIST DOOR AND FRAME.

DEMO PORTION OF EXISTING ROOF AS REQ'D TO ACCOMODATE NEW EXHAUST
VENT— SEE MECH

DEMOLITION PLAN LEGEND

EXIST. ITEMS TO REMAIN

— —— T Z EXISTING ITEMS TO BE REMOVED OR RELOCATED

m= == mm NEW DUST-PROOF, SMOKE TIGHT, ONE-HOUR AND/OR 2—-HOUR
FIRE RATED TEMPORARY DRYWALL CONSTRUCTION BARRIER. SEE
2/AD102 AND SPECIFICATIONS FOR ADDITIONAL INFORMATION AND
REQUIREMENTS.

s/ AREA OF EXISTING ROOF, FLOOR, AND CEILING TO BE REMOVED

aund — SEE OTHER DRAWINGS

— GC WILL BE REQUIRED
TO PROVIDE TEMPORARY DRYWALL CONSTRUCTION BARRIERS WITH LONG-TERM
ATTACHMENTS WHERE/AS REQ'D BY VA TO FULLY ENCLOSE AREAS OF
CONSTRUCTION. TYP. THE LOCATIONS & CONFIGURATIONS SHOWN ARE ONLY
AN APPROXIMATION.
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NEW WORK PLAN GENERAL NOTES

THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING CLEAN SMOOTH WALL, FLOOR,

AND CEILING SURFACES.

2. CONTRACTOR SHALL BE RESPONSIBLE FOR EXTENDING ANY ITEMS SUCH AS
OUTLETS, SWITCHES, AND ETC. TO THE NEW SURFACE.
3. REPAIR OR REPLACE ANY EXISTING ITEMS SCHEDULED TO REMAIN THAT ARE
DAMAGED DURING CONSTRUCTION AS REQ’D. TO MATCH EXISTING.
4. ALL PENETRATION THROUGH EXISTING FIRE RATED WALLS AND FLOORS SHALL BE
SEALED WITH AN U.L. APPROVED FIRESAFING OR FIRESTOPPING MATERIAL OR
SYSTEM MEETING THE REQUIRED FIRE RATING REQUIREMENTS OF THE EXISTING
CONTENTS IN EXISTING CONDITION AND AS DESIGNATED BY APPLICABLE CODES—
EXISTING FLOORS— 2HR FIRE RATING UNLESS VERIFIED BY GC OTHERWISE.
EXISTING FIRE RATED WALLS— 2 HR FIRE RATING UNLESS VERIFIED BY GC
OTHERWISE.
5. GC TO ACOUSTICALLY / FIRE SEAL ALL PENETRATIONS THROUGH EXISTING WALLS,
FLOORS, AND CEILINGS, TYP.
6. GC TO COORDINATE WORK WITH ASBESTOS ABATEMENT CONTRACTOR REGARDING
THE PRESENCE AND REMOVAL OF EXISTING ASBESTOS (REFER TO SPECIFICATIONS)
7. CONTRACTOR SHALL INVESTIGATE EXISTING CONDITIONS PRIOR TO STARTING WORK
a) D TO DETERMINE THE LOCATION OF LOAD BEARING WALLS AND STRUCTURAL
COLUMNS. WHEN SUCH ITEMS ARE SCHEDULED TO BE DEMOLISHED, SHORE UP
@ \AS506/ @ EXISTING SYSTEMS/ASSEMBLIES AS REQUIRED, PROPERLY PRIOR TO REMOVING
4 THEM. WHEN IN DOUBT, CONTACT ARCHITECT PRIOR TO REMOVING ANY ITEMS IN
=TT L L S J 2 l 5] ga! _ QUESTION.
{ﬂbﬂ [ﬂ:\ RTU-01 || e ,
(2] ' / ' \_ B / , 'S 8. CONTRACTOR SHALL COORDINATE WITH VA'S PROJECT MANAGER FOR WORK TIME
8] NEW FIRE CURTAIN 8] 8] < SCHEDULE TO NOT INTERFERE WITH EXISTING OPERATIONS.
RELOCATED DOOR AND HARDWARE TO NEW DOOR IN EXISTING
BE REINSTALLED IN NEW WALL. mE>|c_ I LI D0 e P N MODIFIED OPENING 9. THE FLOORS WILL BE OCCUPIED DURING CONSTRUCTION. CONSTRUCTION MUST BE
AND REINSTALLED PREVIOUS LOCATIONS. RTU CORRIDOR PHASED AS TO NOT SHUT DOWN UTILITIES AND INFRASTRUCTURE (I.E. WATER,
ON_NEW| WALL FAGE Exﬂﬂmﬂ%ﬁ_r 19 FIT RI-01 EXPANSION JOINT - POWER, DATA, TELEPHONES, ETC.), AS REQUIRED TO MAINTAIN DAILY,
/T CONFIGURATION. /Sﬁm SEE 4/AS510 UNINTERRUPTED OPERATIONS.
\5403/ 3y ~ 25 250 W 204 78 10. ALL WORK REQUIRING THE USE OF TOOLS THAT WILL PRODUCE AN OBJECTIONABLE
EXPANSION JOINT 5] : o AMOUNT OF NOISE, FUMES, OR DUST BEYOND A FAIR AND REASONABLE AMOUNT
COVER SEE 4/AS510 ' I u_ﬁrﬁ AS REQUIRED FOR DEMOLITION OR NEW CONSTRUCTION SHALL BE SCHEDULED AND
] 528 COORDINATED WITH VA PROJECT MANAGER PRIOR TO COMMENCING SAID WORK. NO
W [T ﬁ_\ % CONTRACT INCREASE ADJUSTMENT IN TIME OR MONEY SHALL BE MADE IF
—— 7~ | 3 e | X CONTRACTOR IS STOPPED DUE TO WORK BEING CONDUCTED BY CONTRACTOR DUE
10.3 N B ] X - - _J% _ : | T CB—040 1 H § TO OBJECTIONABLE NOISE, FUMES, OR DUST.
= n.nlv 7 7 T e A — T
MATCH NEW WALL ] _1 A_Ji ] ] _ _ [7] _ 11. ALL WORK WILL BE SUBJECT TO RE—SCHEDULING IF SO REQUESTED BY THE VA
J FINISH WITH EXISTI 2 . JE _ b 7 n@ [z E PROJECT MANAGER AND MAY OCCUR AT VA DISCRETION.
EL. 0/-0" | | EXAM 1 110
G _ a0 2 — _Mmmj»oo_,\_/ mmj»oo_,\_/ 7 . 12. ALL BLOCKING TO BE FIRE RETARDANT TYPE TYPE W/ G.C. TO PROVIDE ALL
o _ sy _ _ co1 4] [ e @/\! 't BACKING AS REQUIRED TO RIGIDLY ATTACH ALL NEW WALL MOUNTED ITEMS &
_ ! OFFICE 3 OFFICE 2 OFFICE 1 | \ d 8 Ayt \15508/ = g ITEMS REQUIRING FASTENING TO THE WALLS.
1 o5 ), 10°-7" [5-051] L e-e [e] | 9'—4" 0B 0% | _ N ~— :_wuws 13. MODIFY EXISTING CEILING AS REQUIRED TO ACCOMODATE NEW CONSTRUCTION.
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NEW FLOOR PLAN GENERAL NOTES

1. THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING CLEAN SMOOTH WALL, FLOOR,
AND CEILING SURFACES.

2. CONTRACTOR SHALL BE RESPONSIBLE FOR EXTENDING ANY ITEMS SUCH AS
OUTLETS, SWITCHES, AND ETC. TO THE NEW SURFACE.

3. REPAIR OR REPLACE ANY EXISTING ITEMS SCHEDULED TO REMAIN THAT ARE
DAMAGED DURING CONSTRUCTION AS REQ'D. TO MATCH EXISTING.

4. ALL PENETRATION THROUGH EXISTING FIRE RATED WALLS AND FLOORS MUST BE
SEALED WITH AN U.L. APPROVED FIRESAFING OR FIRESTOPPING MATERIAL OR
SYSTEM MEETING THE REQUIRED FIRE RATING REQUIREMENTS OF THE EXISTING
CONTENTS IN EXISTING CONDITION AND AD DESIGNATED BY APPLICABLE CODES—
EXISTING FLOORS— 2HR FIRE RATING UNLESS VERIFIED BY GC OTHERWISE.
EXISTING FIRE RATED WALLS— 2 HR FIRE RATING UNLESS VERIFIED BY GC
OTHERWISE.

5. GC TO ACOUSTICALLY / FIRE SEAL ALL PENETRATIONS THROUGH EXISTING WALLS,
FLOORS, AND CEILINGS, TYP.

6. GC TO COORDINATE WORK WITH ASBESTOS ABATEMENT CONTRACTOR REGARDING
THE PRESENCE AND REMOVAL OF EXISTING ASBESTOS (REFER TO SPECIFICATIONS)

7. CONTRACTOR SHALL INVESTIGATE EXISTING CONDITIONS PRIOR TO STARTING WORK
TO DETERMINE THE LOCATION OF LOAD BEARING WALLS AND STRUCTURAL

b 7 COLUMNS. WHEN SUCH ITEMS ARE SCHEDULED TO BE DEMOLISHED, SHORE UP
S [T | T T 1 _ _ EXISTING SYSTEMS/ASSEMBLIES AS REQUIRED, PROPERLY PRIOR TO REMOVING
! B | | - THEM. WHEN IN DOUBT, CONTACT ARCHITECT PRIOR TO REMOVING ANY ITEMS IN
- QUESTION.

Al

8. CONTRACTOR SHALL COORDINATE WITH VA'S PROJECT MANAGER FOR WORK TIME
ﬂ SCHEDULE TO NOT INTERFERE WITH EXISTING OPERATIONS.

S.8 1sT @ . THE FLOORS WILL BE OCCUPIED DURING CONSTRUCTION. CONSTRUCTION MUST BE
\w/ EXPANSION JOINT FL CORRIDOR EXPANSION JOINT EXPANSION JOINT PHASED AS TO NOT SHUT DOWN UTILITIES AND INFRASTRUCTURE (I.E. WATER,
%ooﬁx SEE 4/AS510 %ooﬁm SEE 4/AS510 %ooﬁm SEE 4/AS510 | POWER, DATA, TELEPHONES, ETC.), AS REQUIRED TO MAINTAIN DAILY,

20'-8"

o/

'S

AS401 s3_ar [ 18—C] o_g” [T i UNINTERRUPTED OPERATIONS.

* />\§
74 4 .

25'-0" 25’-0"

10. ALL WORK REQUIRING THE USE OF TOOLS THAT WILL PRODUCE AN OBJECTIONABLE
i AMOUNT OF NOISE, FUMES, OR DUST BEYOND A FAIR AND REASONABLE AMOUNT

! i AS REQUIRED FOR DEMOLITION OR NEW CONSTRUCTION SHALL BE SCHEDULED AND
i COORDINATED WITH VA PROJECT MANAGER PRIOR TO COMMENCING SAID WORK. NO

A= 1o\l | s CONTRACT INCREASE ADJUSTMENT IN TIME OR MONEY SHALL BE MADE IF
- - — 'R |> 1 A w i - CONTRACTOR IS STOPPED DUE TO WORK BEING CONDUCTED BY CONTRACTOR DUE
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31'—5° @ Ol PROJECT MANAGER AND MAY OCCUR AT VA DISCRETION.

12. ALL BLOCKING TO BE FIRE RETARDANT TYPE TYPE W/ G.C. TO PROVIDE ALL
BACKING AS REQUIRED TO RIGIDLY ATTACH ALL NEW WALL MOUNTED ITEMS &
ITEMS REQUIRING FASTENING TO THE WALLS.
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WINDOWS— SEE
2/AS510, TYP.

NEW GWB
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WINDOWS— SEE
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1. THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING CLEAN SMOOTH WALL, FLOOR,
AND CEILING SURFACES.

2. CONTRACTOR SHALL BE RESPONSIBLE FOR EXTENDING ANY ITEMS SUCH AS
OUTLETS, SWITCHES, AND ETC. TO THE NEW SURFACE.

3. REPAIR OR REPLACE ANY EXISTING ITEMS SCHEDULED TO REMAIN THAT ARE
DAMAGED DURING CONSTRUCTION AS REQ'D. TO MATCH EXISTING.

4. ALL PENETRATION THROUGH EXISTING FIRE RATED WALLS AND FLOORS MUST BE
SEALED WITH AN U.L. APPROVED FIRESAFING OR FIRESTOPPING MATERIAL OR
SYSTEM MEETING THE REQUIRED FIRE RATING REQUIREMENTS OF THE EXISTING
CONTENTS IN EXISTING CONDITION AND AD DESIGNATED BY APPLICABLE CODES—
EXISTING FLOORS— 2HR FIRE RATING UNLESS VERIFIED BY GC OTHERWISE.
EXISTING FIRE RATED WALLS— 2 HR FIRE RATING UNLESS VERIFIED BY GC

5. GC TO ACOUSTICALLY / FIRE SEAL ALL PENETRATIONS THROUGH EXISTING WALLS,
FLOORS, AND CEILINGS, TYP.

6. GC TO COORDINATE WORK WITH ASBESTOS ABATEMENT CONTRACTOR REGARDING
THE PRESENCE AND REMOVAL OF EXISTING ASBESTOS (REFER TO SPECIFICATIONS)

7. CONTRACTOR SHALL INVESTIGATE EXISTING CONDITIONS PRIOR TO STARTING WORK
TO DETERMINE THE LOCATION OF LOAD BEARING WALLS AND STRUCTURAL
COLUMNS. WHEN SUCH ITEMS ARE SCHEDULED TO BE DEMOLISHED, SHORE UP
EXISTING SYSTEMS/ASSEMBLIES AS REQUIRED, PROPERLY PRIOR TO REMOVING
THEM. WHEN IN DOUBT, CONTACT ARCHITECT PRIOR TO REMOVING ANY [TEMS IN

8. CONTRACTOR SHALL COORDINATE WITH VA'S PROJECT MANAGER FOR WORK TIME
SCHEDULE TO NOT INTERFERE WITH EXISTING OPERATIONS.

9. THE FLOORS WILL BE OCCUPIED DURING CONSTRUCTION. CONSTRUCTION MUST BE
PHASED AS TO NOT SHUT DOWN UTILITIES AND INFRASTRUCTURE (I.E. WATER,

POWER, DATA, TELEPHONES, ETC.), AS REQUIRED TO MAINTAIN DAILY,
UNINTERRUPTED OPERATIONS.

10. ALL WORK REQUIRING THE USE OF TOOLS THAT WILL PRODUCE AN OBJECTIONABLE
AMOUNT OF NOISE, FUMES, OR DUST BEYOND A FAIR AND REASONABLE AMOUNT
AS REQUIRED FOR DEMOLITION OR NEW CONSTRUCTION SHALL BE SCHEDULED AND
COORDINATED WITH VA PROJECT MANAGER PRIOR TO COMMENCING SAID WORK. NO
CONTRACT INCREASE ADJUSTMENT IN TIME OR MONEY SHALL BE MADE IF
CONTRACTOR IS STOPPED DUE TO WORK BEING CONDUCTED BY CONTRACTOR DUE
TO OBJECTIONABLE NOISE, FUMES, OR DUST.

11. ALL WORK WILL BE SUBJECT TO RE—SCHEDULING IF SO REQUESTED BY THE VA
PROJECT MANAGER AND MAY OCCUR AT VA DISCRETION.

12. ALL BLOCKING TO BE FIRE RETARDANT TYPE TYPE W/ G.C. TO PROVIDE ALL
BACKING AS REQUIRED TO RIGIDLY ATTACH ALL NEW WALL MOUNTED ITEMS &
ITEMS REQUIRING FASTENING TO THE WALLS.

NEW FLOOR PLAN LEGEND

3/16"=1"-0"

EXISTING STRUCTURAL G INE wiINDOW TYPES—
SEE AS502

— NEW STRUCTURAL GRIDLINE

EXIST. ITEMS TO REMAIN

—]

NEW WALLS
NEW ACCESS CONTROL DEVICE

NEW AUTOMATIC DOOR OPERATOR

NEW 1—HOUR FIRE RATED
PARTITION— SEE 1/AS507

NEW 2—HOUR FIRE RATED
PARTITION— SEE 1/AS507

WALL TYPES— SEE 1/AS507

|H.* PROVIDE IN CAVITY CONC. CURB WITH

SCHEDULED WALL TYPE— SEE AS507

EXISTING 1ST FLOOR ROOF PLAN KEY NOTES

EXISTING 1ST FLOOR ROOF PLAN WORK- GENERAL NOTES

@ NEW EXHAUST HOOD AT EXISTING 1ST FLOOR ROOF- SEE MECHANICAL.

CAREFULLY CUT EXISTING ROOF ASSEMBLY, MODIFY EXISTING
STRUCTURAL AS REQUIRED, PATCH AND REPAIR EXISTING ROOFING
SYSTEM IN HATCHED AREA AS REQUIRED FOR WATER TIGHT CONDITION.

1. THE EXISTING ROOF ASSEMBLY APPEARS TO BE A SPRAY—ON CLOSED CELL ASSEMBLY TOPPED WITH A
SINGLE PLY MEMBRANE. HOWEVER, GC'S ROOFING SUBCONTRACTOR SHALL VISIT THE SITE IN ORDER
TO VERIFY AND CONFIRM THE EXISTING ROOFING ASSEMBLY. PRIOR TO ANY WORK OCCURRING, GC
SHALL SUBMIT A LETTER FROM THE APPROPRIATE ROOFING SYSTEM MANUFACTURER ATTESTING TO THE
TYPE OF EXISTING ROOFING ASSEMBLY, CERTIFY THAT THE GC’S PROPOSED MATERIALS, METHODS, AND
DETAILS ARE IN COMPLIANCE WITH THE MANUFACTURER'S RECOMMENDED DETAILS, ARE COMPATIBLE
WITH THE EXISTING ROOF ASSEMBLY, AND WILL NOT VOID THE EXISTING ROOF WARRANTY.

2. THE GENERAL SCOPE OF ROOFING WORK INCLUDES PATCHING, REPAIRING, WATERPROOFING,
SHEETMETAL WORK, FLASHING, SEALING, ETC., AFFECTED BY THE SCOPE OF THE MECHANICAL WORK
SCHEDULED TO OCCUR ON THE ROOF AS PART OF THIS PROJECT.

3. ALL NEW ROOFING WORK SHALL BE PER THE CURRENT EDITIONS OF NATIONAL ROOFING CONTRACTOR’S
ASSOCIATION (NRCA) AND SHEET METAL AND AIR CONDITIONING CONTRACTORS’ NATIONAL ASSOCIATION,
INC. (SMACNA) RECOMMENDED DETAILS AND PRACTICES.

4. ALL NEW MATERIALS AND METHODS USED ON THE EXISTING ROOF SHALL BE FULLY COMPATIBLE WITH
THE EXISTING ROOF ASSEMBLY AS REQUIRED TO NOT VOID THE EXISTING ROOFING WARRANTY.

04-18-12 MEDICAL EQUIPMENT AND INTERIOR DESIGN REVISIONS

5. ALL ROOFING AS PART OF THIS PROJECT WORK SHALL BE COMPLETED BY AN INSTALLER CERTIFIED BY
THE EXISTING ROOFING SYSTEM MANUFACTURER WITH GC TO PROVIDE A LETTER FROM THE ROOFING
SYSTEM MANUFACTURER LISTING THE PROPOSED INSTALLER AS A CERTIFIED INSTALLER.
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GENERAL ROOFING NOTES
. Y |—— AL MEMBERS 1-1/2"¢

ALUMINUM PIPE RAIL, ANODIZED 1. A CONTRACTOR PROVIDED CRANE SHALL BE USED FOR REMOVING
FINISH DEMOLITION DEBRIS AND LOADING ROOFING CONSTRUCTION MATERIALS
INSTALL GUARDRAIL ASSEMBLY TO AVOID USING INTERIOR HOSPITAL ELEVATORS FOR MATERIAL

IN ACCORDANCE WITH OSHA REQUIREMENTS. TRANSPORT.

1'-6"

2. A PERIMETER SAFETY BARRIER SHALL BE INSTALLED PER OSHA
© REQUIREMENTS.

m>mm_u_.>H D u._zm._.>_._.z_m<<._.>_ummmc_._o_._._.<<m_oI._._zmc_.>._._ozw<m._.mz_umo<_c_zo
ANCHORED TO POSITIVE SLOPE TOWARD ALL DRAINS.
ROOF DECK. REFER FLASHING-TYP é

TO DETAIL C/SF204 MODIFIED BITUMEN ROOF
FOR >oo_._._oz\>_. N OVER INSULATION 4. INSTALL NEW LEAD OIL STACK FLASHINGS, DRAIN LEAD FLASHINGS AND

INFORMATION— TYP 1 ONE WAY BREATHER VENTS PER MANUFACTURERS DETAILS AND
REQUIREMENTS.

5. REPAIR OF ANY DAMAGE TO THE EXTERIOR OF THE BUILDING CAUSED
DURING CONSTRUCTION WILL BE REQUIRED. ALL EXISTING SIGNAGE,
ANTENNAS, MECHANICAL OPENINGS PROTECTION AND ROOF
EQUAL 7 EQUAL r PENETRATIONS PROTECTION, PIPING, LIGHTNING PROTECTION SYSTEMS,
1 HVAC SYSTEMS, CONDUIT/CABLE TRAYS, LIGHTING, HANDRAILS AND
YELLOW PERIMETER CAUTION STRIPING, WHICH ARE MODIFIED OR
10'-5" REMOVED TO FACILITATE THE RE—ROOFING WORK, WILL BE REQUIRED
TO BE REPLACED AND/OR REINSTALLED. THE PROJECT WILL ALSO
REQUIRE STRICT PROTECTION OF THE EXISTING BUILDING WHICH MUST
REMAIN IN USE DURING CONSTRUCTION INCLUDING THE ENTRANCES

TYP. GUARD RAIL AND EXITS.
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